
Every effort is made to match your chosen colour as closely as possible. 
However, colour variation is inherent with any printing process including 
sublimation printing. Different fabric batches, colours, weights and finishes
can be a factor to the final production colour. With that in mind you should 
expect your chosen colour to fall within our colour tolerance range, as above.
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Artwork that contains gradient fills should be made
up of CMYK mixes only. DO NOT create a gradient
from Pantone colours or a combination of Pantone
and CMYK mixes. This will create undesired results.

Gradient Fills

100y

100y PMS 185c

100y 100m

How to select colours

Your colour mix is:   C=100    M=40    Y=30

RED RANGE

M100 Y100 M95 Y100 M100 Y95 M100 Y90

M100 Y85M100 Y80 M100 Y75

M100 Y80 K5 M100 Y75 K5

M95 Y95

M100 Y75 K5

M100 Y100 K5 M95 Y100 K5 M100 Y95 K5 M100 Y90 K5

M100 Y85 K5

M100 Y80 K10 M100 Y75 K10 M100 Y75 K10

M100 Y100 K10 M95 Y100 K10 M100 Y95 K10 M100 Y90 K10

M100 Y85 K10

YELLOW AND ORANGE RANGE

Y100 M5 Y100 M15 Y100 M20 Y100 M40 Y100 M60 Y100 M80

Y100 M5 C5 Y100 M15 C5 Y100 M20 C5 Y100 M40 C5 Y100 M60 C5 Y100 M80 C5Y100 C5 K10

Y100 M5 C5 K10 Y100 M15 C5 K10 Y100 M20 C5 K10 Y100 M40 C5 K10 Y100 M60 C5 K10 Y100 M80 C5 K10

Y90 C5 K10

C0 M17 Y34 K62 C0 M14 Y28 K55 C0 M11 Y20 K47 C0 M9 Y16 K43

MY6  K60MY7  K70MY8  K80MY9  K90

C12  K60C14  K70C16  K80C18  K90

GREYSCYAN RANGE

C100 K20

C100  Y7 K20

C100  Y10 K20

BLACK SCALE

K60 K70 K80 K90 K100

C40 K100C20 K100C10 K100C5 K100

BLACK TINTS

C0 K90C0 K85

C60 K100

C10 K90 C10 K95K95

C40 M20 Y20 K100C20 M20 Y20 K100C20 M10 Y10 K100 C40 M30 Y30 K100 C100 M100 Y100 K100

C=100 +20KM=100

Y

C=100 +40KY=100

C
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